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ZIM Tools are fully Guaranteed against detective materials or workmanship. Free re- 
pairs or replacement will be made of any defective too! upon its return to the factory 
when shipped prepaid. This does not apply if our inspection shows evidence of mis- 
use, abuse, hammering or altered for other purpose than that for which it was in- 
tended. Skilled engineering methods are constantly improving our products for better 
performance and satisfactory guarantee. 
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No. 279 


ZIM RIDGE REAMER No. 279 
DELUXE CHROME 
RANGE 3” to 5” 
TUNGSTEN CARBIDE CUTTER 


PERFECT INCANTED and SHORT- 
STROKE Engines. Only Ridge Reamer 
made that cannot be damaged by over- 
run on the lead screw. When cutter is 
fed up, it runs off at the top position. 
Cutter rotator and blades only moving 
parts. Nothing to get out of order. 
Double holding screws for absolute ri- 
gidity. CHROME PLATED. Feed .010 of 
an inch per revolution assures smooth 
cutting. Weight 234 Ibs. 
No. 277. REPLACEMENT CARBIDE 

CUTTER FOR ABOVE. 


ZIM RIDGE REAMER No. 280 HEAVY DUTY 
RANGE 4” to 6” CARBOLOY CUTTER 


Perfect for CANTED BLOCK ENGINES. Can be placed wholly 
within the engine block, and can be placed at any depth. Spring 
pressure allows cutter to follow the contour of the cylinder wall and 
clean up at all points regardless of out-of-round condition. Guides and 
stops prevent over cutting and cutting is stopped automatically when 
all of the ridge has been removed. QUICK SETTING is possible to 
remove from one cylinder to another by simply releasing the spring 
pressure on the cutter, loosen the centering screw a part turn, lift out 
the Reamer, place it in the next cylinder and proceed without further 
adjustment. ALL ADJUSTMENT FOR SIZE ARE MADE IN THE FIRST 
CYLINDER. SPEED AND ACCURACY ARE BOTH ASSURED. Feed-up 
mechanism somewhat similar to that of a lathe. A fine feed coupled 
with a tilting type combination guide and cutter, produces a clean 
smooth cut in line with the cylinder wall at all points. The CARBOLOY 
CUTTER will cut hardened cylinder sleeves as well as cast iron blocks. 
Indiv. carton Weight 4 Ibs. 

No. 281 RANGE TO 7” EXTENSION SET 

is furnished to bring the maximum cutting capacity up to 7”. 
Weight 2 Ibs. No. 281, also includes Carboloy cutter. 

No. 281-A Same Extension set less the Carboloy cutter. 


No. 282 CARBOLOY CUTTER for Nos. 280, 281 or 281-A. 


SPEED REDUCERS 


ZIM No. 1400 SPEED REDUCER 
FOR RIDGE REAMER USE 
WITH No. 279 RIDGE REAMER 


No. 1400 


Speed Reducer has flexible shaft so it can 
work easily with the Ridge Reamer in tight 
quarters. Socket easily and quickly adaptable 
to 14” square drive shank which can fit the 
ridge reamer. Power driven by any electric 
drill.) RATIO 20 to 1:90 rpm output with a 
1750 input. Pinions and gears are Heat 
Treated alloy steel precision hobbed for quiet 
running and longer life. Socket not included 
for use with 14” square drive. Housing is 
heavy duty cast aluminum. 6” Flexible Shaft 
with tip for 14” electric drill. Vertical length 
1014”. Weight 2 Ibs. 14 ozs. 


No. 1410 


ZIM No. 1410 20 to 1 RATIO 

SPEED REDUCER WITH 2” HAND CHUCK 

90 rpm output with a 1750 input 

Heat Treated Alloy Steel PINIONS AND GEARS PACKED IN 
GREASE Housing: Heavy cast aluminum. Oilite Bearing. Handle 
5” overall- width 10”. For use with any electric drill. Hand 
chuck fits into 14” square drive adapter. For use up to 14” 
drill bits. Weight 3 Ibs. 


COMPLETE LINE AVAILABLE FROM 2” to 121/2” 


RIDGE REAMER No. 273 

RANGE 2%” to 4%” 

LOCATES WHOLLY WITHIN CYLINDER 

MAY BE PLACED AT ANY DEPTH DESIRED 

WORKS PERFECTLY IN CANTED BLOCKS 

Equipped with Carbon steel cutter—Carboloy cutter available. This 
reamer is the type that is designed to cut clear across the ridge without 
“‘feed-up’’ and differs mainly in that it employs a tilting combination 
cutter and stop. Carbon steel blades cannot be reground but are 
replaced when dull. They are so inexpensive. 

Adapted to handle all engines in its range, including the modern 
short-stroke motors. 

Individual cartons. 

Weight 214 Ibs. 

No. P-70 REPLACEMENT CARBON STEEL CUTTER. 

No. 274 CARBOLOY CUTTER AVAILABLE FOR ABOVE. 

No. 273-A EXTENSION SET can be furnished to bring maximum ca- 
pacity up to 5”. 

No. 272-A COMBINATION SET, consists of No. 273 Ridge Reamer 
and No. 273-A Extension Set, and six extra No. P-70 Carbon Steel 
Cutters. Packed in handy storing case. 

Weight 4 Ibs. 


No. 231 
No. 298 


l ZIM RIDGE REAMER No. 298 
ZIM RIDGE REAMER_ No. 231 RANGE 2%” to 4” 


RANGE 3” to 412” CARBIDE TIPPED CUTTER 
This type turns as a unit in the engine cylinder 

nen cee oe Ros and is supported by lugs projecting from the ZIM RIDGE REAMER e 

f expansion plates and resting on top of the en- No. 287 “OUR BABY 
IN CANTED BLOCKS gine block. FOR SMALL MOTORS 
DESIGNED to cut clear across the) CARBIDE TIPPED CUTTER and automatic stop |) RANGE 2” to 3” 
ridge without ‘‘feed-up’’. Has ad-|~ assures cutting pressure against the ridge by a Smaller edition of our 
justable tool steel cutter and sepa- coiled compression spring of correct strength. No. 273, designed to 
rate stop. For ALL motors in its)~= The CARBIDE tip will cut the hardest ridges service small engines. 
range. __ Including the SHORT| with ease. The pivotal mounting insures against In indiv. carton weight 
STROKE engines. over cutting and the spring pressures a cut con- 1 Ib. 2 oz. 
Indiv. carton. forming to the shape of the cylinder wall, re- P-70 CARBON STEEL 
Weight 2 Ibs. gardless of the out-of-round condition. CUTTER. 
EXTENSION SET SPEED . . . SIMPLICITY . . . DURABILITY. No. 274 CARBOLOY 
No. 233 RANGE TO 5”. Indiv. carton weight 2 Ibs. CUTTER ALSO AVAIL- 
No. P-31 STEEL CUTTER FOR No. 299 ah CARBIDE CUTTER FOR ABLE FOR THIS REAM- 

ABOVE... ER. 
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ZIM RIDGE REAMER No. 232 
RANGE 2.6” to 4” TOOL STEEL CUTTER BLADE 


Machined and designed so that no particular skill is required to use it. No 
parts rub against the cylinder wall except the smooth surface of the stop, and 
that, only at the finish of the cut. Also a resilient cutter arm is used, insuring 
a uniform finish on out-of-round cylinders. After the cutter arm is adjusted 
to the size of the cylinder, a strong spring is released which presses the cutter 
against the ridge to be removed. No further adjustment is required on the 
No. 232 other cylinders. Indiv. Box weight 31 Ibs. 
: P-32 REPLACEMENT TOOL STEEL CUTTER for above. 
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ZIM No. 165 CYLINDER GAUGE 
/ FOR SMALL ENGINES 
~ RANGE 1%” to 3%” 


APPROVED FOR BRIGGS & STRATTON 
AND OTHER SMALL ENGINES 


Designed to be pre-set to give ZERO read- 
ing at the exact original diameter of the 
cylinder to be worked in order that when 
placed in the cylinder any reading above 
ZERO on the dial will indicate in thou- 
sandths of an inch the exact amount of 
wear on cylinder walls at any tested point. 
Because of the spring pressed guideplate, 
the Gauge may be rotated or slid up or 
down and still maintain the vertical posi- 
tion for accurate readings. Gauge Setter 
is included, with two upright plates and a 
set of six precision ground and lapped 
spacers. The Dial is always outside the 
cylinder and hence easily read. 

Weight 114 Ibs. 

Packed in handy storage case, complete 
with instructions. 


No. 165 


ZIM CYLINDER GAUGE No. 170 


RANGE 3” to 5” 
WITH GRADUATIONS IN .001 
WITH SETTER AND EXTENSION PARTS 


@ Easily assembled for use in seconds. When placed in 
cylinder it indicates in large figures on the Dial IN 
THOUSANDTHS OF AN INCH PRECISELY HOW 
MUCH WEAR has taken place at any given point. It 
checks taper and out-of-roundness the FULL length of 
the cylinder from bottom to extreme top. Gauge Set- 
ter has 2 upright plates and set of 6 accurate ground No. 170 
spacers. Spacer combination can be selected to bring 
gap exactly to original diameter. Packed in handy 

storage case. 

Weight 3 Ibs. Complete with instructions. 


or diagonal cut. 
Individual carton. Weight 10 oz. 


No. 201. Capacity 2” to 4”. 
No. 203. Capacity 1144” to 244”. 
APPROVED FOR BRIGGS & STRATTON. 


ZIM No. 222 PISTON GROOVE 
CUTTER AND CLEANER FITS ALL 
PISTONS RANGE 2.6” to 5” 
Designed for limiting the depth of cut. 
Side flanges for slotted pistons. Five points 
for grooving and one for trimming lands 
on one blade. Spring-and-ball ratchet con- 
trols alignment of blade. Cutter is hard- 


ened and ground. Weight 1 Ib. 
No. 224 CAPACITY 4” to 6”. 
No. P-22 CUTTER widths 3/32”, 4”, 5/32”, 


3/16”, 4”, 

No. 222-A SIZE 2.6” to 5” HEAVIER DUTY 
BLADE. 

No. 225-A CAPACITY 2” to 3”. Weight 1 Ib. 
P-22-A CUTTER BLADE only. With groove widths: 
1/16”, 5/64”, 3/32”, 4%” and 3/16”. 

P-22-B CUTTER BLADE sizes: 1/16” .062, 1/16” 
.062 (two blades same size, most popular), yy,” 
3250; 5/16” .312, 34” .375. 


P-22-C CUTTER BLADE sizes: 1/16” .062, 5/64”, 
3/32”, 1%" and 3/16 


RANGE 2%” to 4%” 
RING EXPANDER No. 202 
For Installing and Removing Piston Rings 


Without the danger of breakage or distortion. 
justments needed, all rings expanded whether step-cut 


Weight 10 oz. 
Weight 8 oz. 


No ad- 


PISTON GROOVE CLEANER 
No. 221 

Sizes up to 514”. Hardened cut- 
ters 5/64”, 3/32”, 4%”, 5/32” 
and 3/16”. To change position 
of cutter, simply loosen the screw, 
turn blade. 

Weight 10 oz. 


No. 223. Similar but arms of 
pressed steel. 
Weight 12 oz. 


No. P-21 Cutter replacement for 
these two Groove Cleaners. 


No. P-21-MM Cutter Blade with 
millimeter sizes: 2.00mm .0787, 
2.50mm .0974, 3.00mm .1181, 
3.50mm .1368, 3.96mm .1560. 


PISTON VISE No. 260 


Also to hold armatures or any- 


brake lining. Pistons cannot 
be scratched or injured. Pis- 
ton range 214” to 514”. New 
rings can be installed without 
removing the connecting rod. 
Weight 7 Ibs. 


OTHER RING EXPANDERS are availabl 
. WRITE FOR SIZES 


Built on the same frame as the No. 202 but with larger 
jaws with sliding part. Simple adjustment for all sizes. 
Weight 1 Ib. 5 oz. 


No. 204 EXPANDER— 
RANGE 412” to 7” 


ZIM PISTON REGROOVER & 
CLEANER No. 226 

Widens and Deepens Grooves 
RANGE OF SIZES 2.6” to 5” 


Spring-pressed pilot holds alignment 
at all times deeper than the cutter 
until it touches bottom when it is 
gradually pushed back by contact to 
permit the cutter to finish the opera- 
tion. PILOTS ARE FURNISHED to fit 
5/64”, 3/32”, and %” piston 


grooves with a cutter .031 wider to 
go with each pilot. 
Weight 1 Ib. 9 oz. 


Indiv. box. 


PISTON RING COMPRESSORS 


ZIM PISTON RING COMPRESSORS 
ARE SPEEDY TOOLS FOR 
INSTALLING PISTONS IN MOST 
MAKES AND MODELS OF 
ENGINES 


FOUR-BAND MODEL No. 215 
CAPACITY 314” to 7” DEPTH 614” 
Special for heavy duty skirt pistons. 
Equipped with four tension bands, 
double self-locking ratchet. 

Individual box weight 2 Ibs. 


TWO-BAND MODELS 
Capacity 
No. 214 21%”to5” Depth 314” 
No.216 314”to7” Depth 314” 


Compressor band takes all rings at 
once, including skirt rings. Self-lock- 
ing heavy duty ratchet pawl prevents 
premature release. Double tension 
band of highest grade spring steel 
eliminates any bottom flare. Allen 
wrench included. 

Individual cartons weight 1 Ib. 


No. 216-S FOUR AND TWO BAND 
MODEL RANGE 7” to 10” 
ONE BAND MODELS 
No. 217 134” to 314” 
Capacity. 2” depth. 
Wt. 514 oz. 
No. 218 24%” to 5” 
Capacity. 2144” depth. 
Wt. 7 oz. 


No. 217 approved for 

BRIGGS & STRATTON AND 
OTHER SMALL ENGINES 

No. 219, 21%” to 5” Capacity. 1144” 
depth. Weight, 6 oz. 

No. 220, 244” to 5” Capacity. 21” 
depth. Weight 8 oz. 

THESE COMPRESSORS take all rings 
at once, including skirt rings. Self- 
locking heavy duty ratchet pawl pre- 
vents premature release. Tension 
band of highest spring steel elimi- 
nates any bottom flare. Allen wrench 
included. Packed in indiv. carton. 


ZIM RING-O-MATIC 
PISTON RING 
COMPRESSORS 


WITH TRIGGER RATCHET No. 980 SET 


VERTICAL HORIZONTAL 


COMPLETE SET BANDS AND PLIERS, makes 
repetitive ring installation easier . . . particu- 
larly when indentical size of rings are installed 
at the same assembly unit. It speeds work and 
thus reduces labor costs. Without taking the 
Pliers off the band on which you are working, 
you can operate it from either a vertical or 
horizontal position. Pliers have a fine ratchet 
mechanism which permits the bands to be 
contracted by minute graduations. To instantly 
release bands to regular position, just depress 
the thumb ratchet. Hardened steel for durable 
wear. No. 980 Complete set with Pliers and 
Size Bands, Range from 27%” to 434”. 

Weight 31,4 Ibs. 


No. 980-A Pliers ONLY. Weight 1 Ib. 2 oz. 


No. 980-S Pliers with One Band size 334” to 
354”, the most popular size used. 
Weight 114 Ibs. 


PISTON RING BANDS AVAILABLE 
908-B Size 274” to 3144” 

980-C Size 314%” to 334” 

980-D Size 334” to 354” * 

980-E Size 35/4” to 37%” 

980-F Size 37%” to 414” 

980-G Size 414” to 434” 


STANDARD TRUCK PISTON 
RING BANDS AVAILABLE 
980-H Size 414” to 434,” 

980-1 Size 434” to 5” 

980-J Size 5” to 514” 

Special sizes available for larger 
piston ring bands. ~* 


ZIM VALVE GRINDER 
No. 301 


Gives short smooth but 
quick forward and back 
movements which con- 
stantly advance the valve 
to new positions and in- 
sures perfect grinding. A 
Ball Thrust Bearing on the 
spindle gives easy action. 
Well balanced finely fin- 
ished sturdy tool is built 
for continued use. Case is 
black enamel. Long and 
short self-locking stems, 
universal bit. No. 330 vac- 
uum cup and_ grinding 
spring are included. 

Indiv. box. Weight 2 Ibs. 


No. 301-A. Same as above 
but case in bright plated 
finish. Weight 2 Ibs. 


No. 301-S FOR SMALL 
MOTORS. Special valve 
grinding bit, small spring 
and No. 333 small vacuum 
cup, small and large self- 
locking stems. 

Indiv. box. Weight 2 Ibs. 


5. No. 305 


ZIM VALVE GRINDER 
No. 305 


A splendid light-weight 
but sturdy Valve Grinder 
employing approved ad- 
vancing movement which 
constantly changes the po- 
sition of the valve and in- 
sures an even grind. Long 
and short _ self-locking 
stems of our own special 
design are furnished with 
universal bit, No. 330 
vacuum cup and grinding 
spring. Body is_ black 
enamel finish. Also works 
on small engines. 
Individual box. 

Weight 13, Ibs. 


ZIM SPIRAL VALVE GRINDER 


No. 313 

CADMIUM FINISHED STEEL 
Spiral action operates backward and 
forward movements with each oper: 
ation. Equipped with No. 330 suc- 


tion cup. 


Weight per dozen, 3 Ibs. 


Weight 3 oz. 


ZIM No. 306 VALVE 
GRINDER 


Similar to No. 305 but 
has simplified spindle and 
stem assembly. A general 
purpose Grinder at attrac- 
tive lower cost. Shell in 
black namel. Short and 
long stems. Universal bit, 
No. 330 vacuum cup and 
grinding spring, individual 
box. Also works on small 
engines. 

Weight 15% Ibs. 


\ 


No. 309 has No. 330 cup 1 5/16” dia. 
No. 311 has 333 cup 34” dia. 


No. 312 has TWO cups one on each end—one No. 330 1 5/16” 
No. 334 1 3/16” dia. 


SUCTION CUPS AVAILABLE 


No. 330 1 5/16” dia. No. 332 134” dia. No. 333 34” dia. No. 334 
1 3/16” dia. No. 331 Valve Grinding Spring for work on automotive 
valves. No. 335 Set of 4 V. G. Bits for No. 301 to No. 307 inclusive. No. 
336 Universal V. G. Bit for No. 301 to No. 307 inclusive. No. 337 Special 
V. G. Bit for No. 301-S and No. 307-S. No. 338 Valve Grinding Spring for 


work on small engine valves. 


> No. 313 


Wood handle Grinders with vacuum cups attached directly to handle. 


\ 
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Ail No. 307 


ZIM VALVE GRINDER 
No. 307 


Similar in construction to 
No. 306. By using a single 
long stem and simplifying 
the general design we offer 
this remarkably high grade 
smooth working Grinder at 
an attractive low price. 

In individual carton. 
Weight 11,4 Ibs. 


No. 307-S VALVE GRIND- 
ER FOR SMALL MOTORS. 
Same as No. 307 only with 
No. 337 Grinding Bit, No. 
338 grinding spring, No. 
333 Vacuum Cup. 

Weight 11,4 Ibs. 


PORTABLE DRILL & TOOL 


GRINDER & SHARPENER No. 2600 


No. 2600 


TOOL HOLDER. 4 sharpening cule 4 

i ‘ p and down angle adjusts 
Adjusts up andivown. also swivels for back and forth 
rotating action. 


For use with any electric drill up to 2000 
R.P.M. Easy to attach to work bench or 2 x 4 
board. 

So handy! No workshop should be without 
it. Swivel drill bit holder adjusts to any angle. 
Swivel tool holder (for chisel, screwdriver 
etc.) adjusts to up and down angle. Swivel 
action drill bit holder allows back and forth 
rotating action while sharpening at correct 
angle. Grinder wheel conforms to National 
Safety Code. 

Indiv. boxed in self-display carton. 

Weight 11, Ibs. 


ZIM TELE-MAGNET No. 952 
Handy Magnetic Pick-up Tool Powerful TELESCOPES from 18” to 28”. Per- 
manent Alnico magnet tool finished in bright nickel plate. 


Weight 12 oz. 
Xp a 
ZIM POCKET MAGNE-PIC No. 953 am 
3 MAGNET 
Recovers tools, screws, nuts, washers, bolts, etc. in a 
’ 5 hard-to-reach places ’ ow 
H ¥ Strong Alnico magnet t r It's fi 
i ¥ Holding force: | Ib. “ io FLEXIBLE 
PAC | ¥ Reaches small places ‘ 2) ati ca Paes lve 
H Carry it like a pen fi ba Spa 
i Screws. 
| | | Bolts 
I t f Washers 
1 | Ba REACHES 
r Also available in 28” size mi | | a | : gs 
ZIM Manufacturing Co. 
2850 West Fulton St., Chicage 12, Ill. Uncondcnally guaranteed « Garages 
nm + Home 
¥ + Farm ri T 
¥ i { 


ZIM POCKET MAGNE-PIC No. 953 


ne 


For your pocket... . never out of reach. Length 

of tool 6”. Mounted one dozen on display card ZIM FLEX-O-MAGNET PICK-UP TOOL 
with two finishes—anodized Blue and Clear. No. 954 

REReVerS A008, a US sgiadlobae Bene, So flexible, it goes under and around. Overall 
etc. Holding force 1 Ib. alnico magnet. With length 101”. Mounted 6 on Display Card. 
pocket clip. Reaches tight spots. Strong powerful Alnico 


Weight 1 Ib. 2.0z. 12 on card. Magnet. Weight 1 Ib. 


ZIM VALVE LIFTER No. 116 


Lightweight C-type lifter is a one-hand tool. Both lifting 
and releasing of the spring can be done with one hand 
leaving the other hand free to handle the valve spring 
Ratchet locks automatically at any position. 
Throat 9” and full opening of 9”, this lifter will handle 
most cars and lighter trucks. Frame is cold-rolled steel 
and jaws are spring tempered. Two sets of adjustable 
jaws are furnished. 


keepers. 


ZIM VALVE LIFTER No. 125 


Specially designed for valve-in-head 
engines. Will also service Ford V-8. 
Ram travel is by means of a rack and 
pinion, with ratchet stop and slide- 
able handle rod. Thus provide an 
automatic stop and convenient con- 
trol of ram travel with a separate 
ram adjustment. Opening is 7” and 
depth of throat is 5”. Compact, 
rugged and powerful Lifter that is 
simple and fast to use. Two sets of 
adjustable jaws are furnished. 

Indiv. box 2 Ibs. 6 oz. 


ZIM No. 135 MOTORCYCLE 
VALVE SPRING COMPRESSOR 
AND LIFTER 


Specially designed for motorcycle en- 
gines. Durable steel construction, 
essential parts hardened. Opening 5”. 
Depth of throat 5”. Ram Travel is by 
means of a rack and Pinion with 
ratchet stop and convenient control 
of ram travel with a separate ram 
adjustment. Compact, rugged and 
powerful. Weight 2 Ibs. 4 oz. 


ZIM No. 127 VALVE SPRING. 
COMPRESSOR 

Screw-type Valve Lifter adapted to 
heavy duty C-type Compressor. Ad- 
justable ram wide open 1014” and 
depth of throat 1014”. For all auto- 
motive valve jobs. The double thread 
operating screw cannot back up. 
Two sets of jaws are supplied. Cad- 
mium finish. Indiv. box wt. 9 Ibs. 


No. 128 EXTRA HIGH 
OFFSET JAWS 


Needed where there is a low engine 
casting, a manifold or other obstruc- 
tion to interfere with the valve spring 
the required amount. Weight 12 oz. 


Indiv. box. 4 Ibs. 5 oz. 


ZIM VALVE SPRING COMPRESSOR 
No. 131 APPROVED FOR ALL 
BRIGGS & STRATTON AND OTHER 
SMALL ENGINES 


The Ideal Tool for removing and replac- 
ing valve springs of Briggs & Stratton 
Engines. Long and slender, it is adapted 
to reach into small recesses in which 
valve springs and retaining washers are 
located. The arms are hinged so they 
are practically parallel at the jaws. 
Spring steel jaws are adjustable in width 
to fit the valve springs and have edges 
so thin that they can be easily forced 
under and over the ends of the valve 
spring to compress it for removal. Fin- 
ished in Cadmium one to box. 

Weight 1 Ib. 


ZIM No. 126 VALVE LIFTER AND SPRING 
COMPRESSOR 


Latest version of screw type Lifter. Includes all the 
features of high lift, abundant room for inserting and 
removing valve keys, heavy fixed-gap lower jaw, adjust- 
able upper jaw—in addition to our own special feature 
—the compression of valve springs when replacing 
springs or installing new ones. Also holds spring com- 
pressed to replacing in the engine. Hand wheel is 
turned counter clockwise to lift spring. This short, 
powerful Lifter that can be used in the cramped, hard- 
to-get-at-places. Weight 11,4 Ibs. 


ZIM VALVE LIFTER No. 109 


High grade heavy duty Valve Lifter with jaws adapted 
for use on the majority of all makes of automobile en- 
gines. Locks securely in all positions. Made of heavy 
steel indestructible construction. 

Indiv. box. Weight 12 oz. 


ZIM VALVE SPRING COMPRESSOR No. 111 


Universal tool for replacing valve springs in most all 
types of engines. Ideal for removing as well as replac- 
ing valve springs of overhead valve engines. Jaws are 
so tapered and flanged that they will hold securely large 
or small valve springs WITHOUT ADJUSTMENT, and 
are thin enough to be inserted between coils of the 
spring. Ratchet locks securely in any position. 
Length 1134”. Indiv. box. Weight 14% Ibs. 


ZIM No. 122 VALVE LIFTER AND SPRING 
COMPRESSOR 


Unique lifter designed so that the paws are practically 
parallel at all important positions. No ratchet or other 
lock is needed as the tool holds automatically at any point. 
Length 814”. Corrosion resistant. Indiv. box 114 Ibs. 


No. 842 


ZIM MAGNETIC KEY INSERTER No. 842 


Approved for Briggs & Stratton Engines, Companion tool 
to No. 131. One end is formed and equipped with a 
permanent magnet for holding split valve Jocks. Other 
end is made to hold the locking pins used on some motors. 
This tool is so narrow that even on the smallest engines 
there is room to operate freely in conjunction with the 
Compressor. Indiv. box weight 1 oz. 


ZIM MAGNETIC KEY INSERTER 
No. 840 


For Replacing Split Valve Keys. Employing 
permanent magnets to hold keys snugly in 
place in the jaws of a pair of spring con- 
trolled levers of non-magnetic Stainless 
Steel. Merely open the jaws and insert 
keys in correct position against the mag- 
nets; line up keepers in correct relation- 
ship to the valve stem and release handles. 
The grip of the jaws will support the tool. 
Weight 4 oz. 

No. 841 DESIGNED FOR FORD V-8 L-HEAD 
AND OTHER V-TYPE MOTORS. 

INDIV. BOX WEIGHT 4 OZ. 


ZIM INSERTER No. 820 
For Split Valve Spring Keepers 


~~ Universal tool for inserting all sizes 
of split and horseshoe type keepers. 
One Hand operation will work on ei- 
” ther straight in OR ON AN ANGLE. 
Steel construction so narrow that no 
valves are too close. Smooth opera- 
tion and speedy service. 

Indiv. carton wt. 5 oz. 


No. 132 FOR FORD V-8’s 54 
and LATER MODELS 


SPECIAL DESIGN tool has hook 
that goes down through the push- 
rod hole where it engages the 
corner at the lower end. Handle 
is depressed compressing the 
spring and keepers are easily re- 
moved. Weight 11 oz. 


VALVE SPRING COMPRESSOR 


ZIM OVERHEAD VALVE 
LIFTER No. 117 


A fast and simple Lifter espe- 
cially designed for valve-in- 
head motors. The small hook 
is for all Chevrolet Sixes, the 
large hook for Buick and 
others. On Chevrolet the small 
hook is simply inserted in a 
push-rod hole to the shoulder 
and the lever pressed down 
on the valve-spring washer. 
On other motors the large 
hook is hooked into a port. 
The pivot pin being offset 
prevents hook slipping. Made 
of heavy gauge steel with heat 
treated hook. 

Weight 1 Ib. 


ZIM VALVE SPRING COMPRESSOR No. 133 
FOR CHEVROLET 


Similar to No. 132, the hook engages corner at 
lower end, by pressing down on handle spring 
is compressed and keepers are easy to lift out. 
Both tools made of durable steel, cadmium 
plated, hooks are heat treated for longer wear. 
Weight 11 oz. 


No. 115 


ZIM VALVE LIFTER No. 115 


Fits in cramped 
“hard to get at’’ places 


Lightweight, short sturdy tool 
that will work in the cramped 
places where ordinary valve 
lifter cannot be used. Both up- 
per and lower jaws are adjust- 
able and are made of tempered 
steel so they can be slender and 
still be strong and stiff. These 
slender jaws leave the largest 
possible space open for han- 
dling the valve keepers, and 
they are so formed that the up- 
per jaw can go up behind low 
hanging manifolds and apron 
castings. Combined lever and 
cam action provides unusual 
power. Weight 1 Ib. 
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ZIM VALVE LIFTER 
No. 119 

FOR FORD V-8 

85 H.P. 

Pressed Steel Bar 
with each end formed 
into a jaw, one of 
which fits the old 
type valves and the 
other fits the new 
type. The inner edge 
of one section of the 
cylinder block is used 
as a fulcrum in lift- 
ing the valve springs 
in the opposite sec- 
tion. Of more than 
ample strength. No 
ratchets or springs to 
wear out. Over-all 
length 22 in. for 
greater leverage. 
Weight 1 Ib. 6 oz. 


ZIM VALVE SPRING 
REMOVER No. 140 


For Overhead Valve Engines— 


Lifts out Valve keys and valve 
spring without taking off cylin- 
der head. Quickly adjusts to fit 
any valve spring. One-man op- 
eration, speedy and simple and 
fast. Case hardened parts. 
Weight 1 Ib. 2 oz. 


VALVE TOOLS 


ZIM VALVE REFACERS No. 513, No. 514, No. 516 


The clamp of these Refacers is so designed that the main 
strain is directed into the machined V-block. The casting. 
is adapted to be held either in a vise or screwed to a 
bench. A formed washer is provided to be used with 
Chevrolet valves, providing a true seat for the feed screw 
and eliminating end play. The blade of No. 513 is the 
finest high-speed tool steel set and held rigidly against 
fixed stops which locate it at its proper angle of 45° or 30° 
No. 514 IS EQUIPPED No. 516 IS EQUIPPED 
WITH CARBOLOY CUTTER WITH CARBOLOY CUTTER 
TO SERVICE HARD STEEL TO SERVICE THE SMALL 
AUTOMOTIVE VALVES, ENGINE VALVES. 

Weight 15% Ibs. Weight 15 Ibs. 

No. 515 Carboloy Cutter for both No. 514 & No. 516 


P-13 tool steel cutter for No. 513 


FEELZIT VALVE SET GAUGE No. 830 

WITH INDICATOR 

FOR OVERHEAD VALVES WITH LOCK NUTS 

Handle Made of Strong Aluminum Alloy—with Hardened 
Steel Alloy Screwdriver Bit. ‘‘Feels’’ the gap and you can 
see its findings on easy to read scale. Enables you to 
adjust worn, pitted rocker arms to operate quietly in 
amazing short time. One tool (plus your own socket does 
the entire job. 14” square drive for any standard socket. 
Knurled handle for adjusting screw, scale graduated in 
.001's and pointer indicator easy to read and fast... 
Instruction furnished .. . 

Indiv. Boxed. Wt. 9 oz. 


ZIM No. 829 TAPPET ADJUSTING TOOL 


WITH SOCKETS 12”, 9/16”, and 5%” 

Chrome sockets 1%” drive 12 point Chrome finish. Re- 
cessed ball bearing keeps socket on with pressure spring 
tension and recessed groove. Most handiest tool ever 
made to make quick tappet adjustments amazingly simple 


Pull knob up or 
down for socket No. 829 
length adjustment 


: : PATENT NO. 
to use. Weight 1 Ib. 2 oz. for complete set in box. 2,666,360 
No. 828 TAPPET ADJUSTING TOOL ONLY. au 
Same as above without the sockets, wt. 12 oz. SOLD WITHOUT 
THE SOCKET 


ZIM No. 826 TAPPET ADJUSTING TOOL 

FOR BUICK, NASH, CHEVROLET and 

FORD 6’s, FORD V-8, LINCOLN and MERCURY 

Adjusting screw is never hidden from sight, no socket or 
other tools needed, the wrench will remain on lock nut in 
spite of rocker arm movement. Use feeler gauge screw 
driver. Wt. 11 oz. 

No. 825 TAPPET ADJUSTING TOOL. Similar to No. 826 
but lighter weight design equipped with a screw driver 
34” dia. supported by a swivel arm which is hinged. One 
opening size is 9/16”, the other 5g”. Wt. 13 oz. 


No. 730 
Distributor & 
Carburetor 
Adjusting 
Tool 


1K” Hex Bit 
and Screw 
drive adap- 
tor. Overall 
Length 11”, 
mounted one 
| on card. 

AB Weight 2 oz. 


ZIM No. 970 SWIVEL JAW HOSE 
CLAMP PLIERS WITH RATCHET 


Anyone can quickly and easily remove 

and install hose clamps. It’s amazingly simple 

with the right tool. Jaws swivel so that you may hold 
clamps at any angle. Double V-slots in each jaw, works on 
clamps small or large. The ratchet of special design reduces the 
effort necessary to spread the wire form and locks the Pliers at any given 
point of expansion. To release, just depress the lever. Heat treated for extra 
hardness and durability. Bright nickel finish. Overall length 814”. Weight 12 oz. 


‘\” FILTER WRENCH 


proof. Tough Steel 
band grips com- 
pletely around fil- 
ter. Removes and 
installs for quick 
changes. 

Weight 10 oz. 


ZIM No. 720 CAR DOOR 
HANDLE SPRING REMOVER 


For all General Motors 
and Ford Cars 


A very handy necessary tool. Lets 
you get at the inner parts of inside 
of car door handle. It easily re- 
moves spring clip from behind 
door and window handle in a jiffy. 
Designed of Sturdy Steel. Beauty 
Chrome Finish. Complete instruc- 
tion on card. Weight 2 oz. 
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ZIM No. 990 OIL 


Long handle for ex- 
tra leverage. Slip- 
proof and Crush- 


ZIM No. 991 
UNIVERSAL OIL 
FILTER WRENCH 


Pressure Grip Slip- 
proof design. Ad- 
just quickly to cor- 
rect size with either 
hand use. Finger- 
grip regulates 
pressure. Plated 
and Heat Treated 
Durable Spring 
Steel. Mounted on 
display card. 

Weight 6 oz. 


No. 540 


ZIM SMALL CYLINDER HONE 
No. 540 SELF ALIGNING 


Range 34” to 234” 


No adapters needed to change size, 
as Easy adjustment controls pres- 
sure in any size cylinder. Flexible 
shaft makes it easy to hone cylin- 
ders right on the car. Overall 
length 734” Complete with Honing 
stones. Also ideal for Brake Cyl- 
inders. Plated finish. 


No. 750 


ZIM No. 750 HYDRAULIC 
BRAKE PISTON CLAMPS 


Sold in Pairs only. Actual Size 7” x 314”. 
Strong easy to handle, for rounded cyl- 
inders, also! One side is ingeniously 
curved for use on round cylinders. Power- 
ful spring steel with strong lively tension. 
Weight 8 oz. 


No. 541 Replacement Honing stone 
set. Weight 6 oz. 


ZIM Gear Puller No. 607 

Two Arm Puller has spread range 8” with 
maximum reach of 6”. Jaws are reversible. 
Drop-forged crossbeam and jaws, alloy 
steel screw of tensile strength. All heat 
treated for long hard wear. Cadmium 
finish. Weight 414” Ibs. 


ZIM Gear Puller No. 601 

Takes diameter up to 6” Equipped with 
one pair of 3” arms. Crossbeam made of 
malleable iron. Jaws drop-forged steel. 
Black enamel finish. Ideal for timing gears, 
pump shaft and magneto gears, generator 
and starter repairs. Weight 314” Ibs. 


ZIM Small Gear and Terminal Puller 
Nos. 604 and 606 

Arms are drop-forged steel. Thin jaws for 
close work including battery terminals and 
gears with small clearance. Finished in 
bright cadmium. 

No. 604 range up to 114” diameter. 
Weight 1 Ib. 

No. 606 pulls gears up to 3” diameter. 
Weight 2 Ibs. 


ZIM Stud Puller No. 605 

Malleable iron casting cross beam 454” 
long is slotted and finished in black enam- 
el. Designed for removing timing gears 
that can only be removed by stud bolts. 
Has Ball Bearing on end of hardened bolt. 
Weight 13, Ibs. 

No. 605-A Stud Bolt Puller with one pair 
34-16 stud bolts and washers. 


ZIM Steering Wheel Puller No. 615 
Body is drop forged steel and the screw is 
of ample size and length, on the end of 
screw is a removable shoe held in place by 
a spring-pressed ball and adapted to en- 
gage the top of the steering wheel shaft 
without slipping. Collar does not turn. 
Slots will admit 34” cap screws. Cadmium 
finish. Weight 15 oz. Individually boxed. 
No. 616 Steering Wheel Pullers with three 
pair hex. head cap screws, sizes 5/16-18, 
5/16-24 and 3-16. Weight 11% Ibs. 


ZIM Reversible Jaws Gear and Wheel 
Puller No. 630 

Spread range to 6”, reach 314”. Forcing 
screw thread 9/16-20. Buttress type thread, 
screw head 54”, bolt 9/16”. Drop forged 
from finest alloy steel, heat treated for 
greater strength. Cadmium finish. Indiv. 
box. Weight 214 Ibs. 


HARMONIC BALANCER PULLER 


This puller is designed to pull crankshafts- 
Vibration dampers pulleys or any gear ‘with 
tapped holes. The four slots in the yoke allows 
this use of this tool to either two or three hole 
applications. The floating swivel prevents dam- 
age to shaft ends. Included are the necessary 
slide screws. 


(3) —34”-24 N.F.—2” hexagon bolt 
(3)—5/16”-18 N.F.—2” hexagon bolt 
(2)—34"-16 N.F.—4” hexagon bolt 


TOOL DISPLAY BOARD DB-9 


DISPLAY BOARD FREE BONUS WITH 
TOOLS LISTED 


TOOLS CAN BE MOUNTED AS SHOWN 


Stock No. 

117 ‘Valve Lifter 

125 ‘Valve Lifter 

126 Valve Lifter 

202 ~=Piston Ring Expander 


214 Piston Ring Compressor 

222 ~Piston Groove Cutter and Cleaner 
273 Cylinder Ridge Reamer 

279 Deluxe Ridge Reamer 


301 Valve Grinder 


604 Small Gear and Terminal Puller 

606 Gear Puller 

720 Car Door Handle Spring Remover 

829 Valve Tappet Adj. Tool with three sockets 
—l,", 9/16” and 54” 

840 Magnetic Key Inserter 


952 Tele-Magnet Pick-up Tool 
970 Swivel Jaw Hose-Clamp Pliers 

with ratchet 
Display board can be mounted on the wall. 
Size 25” x 49”. Boards weigh only 31 Ibs., 
Tools only 20 Ibs., total 51 Ibs. 
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“More than 84 million small horse-powered engines are now in service in America, and yet there are com- 
paratively few firms catering to this very remunerative service-and-répair market.” 


ZIM No. 525 VALVE REFACING LATHE 

Approved for Briggs & Stratton engines 

Valve refacing hand operated lathe designed especially for 
SMALL ENGINE REPAIR SHOPS not equipped with power 
operated tools, and shops lacking hi-line electric current. 
Compact, chatter and vibration proof and guaranteed to do 
a complete precision job. Lathe handles 30, 45, and 60- 
degree angle valves with up to 34” stems and valve heads 
to 2144” diameter, for refacing small gasoline engine valves. 
NOTE: After valves have been refaced, valve grinding com- 
pound should be used to lap them into valve seats to assure 
proper compression. Two universal joints are used in the 
shaft. The feed is reversible, can cut either direction. 
Equipped with Jacobs Chuck, Carbide Cutter and adjustable 
slide. Holes in base made for attaching to work bench, and 
also lugs for use in vise. Indiv. box. 

Weight 14 Ibs. 


No. 526 replacement Carbide Cutter for above. 


This Display Board may be mounted on a 
MOTOR TOOLS oi Set wall. Dimensions: 19” x 25”. Color: Bright 
ee 8 ° * * ° # . . . . s Q s 
orange. Shipping weights: Board only, 6 
Ibs. Tools only, 13 Ibs. Total 19 Ibs. 


DISPLAY BOARD FREE BONUS! © 
with Purchase of 12 Tools as shown 


e 131 Valve Spring Compressor 
e 165 Cylinder Gage 
e 203 Piston Ring Expander 
@ 217 Piston Ring Compressor 
© 225-A Piston Groove Cutter and Cleaner 
© 287 Cylinder Ridge Reamer | 
e 301-S Valve Grinder & 
e 311 Valve Grinder 

-e 516 Valve Refacer 
e 601 Gear Puller 
e 842 Magnetic Key Inserter 
e 540 Cylinder Hone 


No. S-D Display Board with 11 Tools (No. 540 Cylinder Hone not included) 
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